
Einschraubtülle METR
Douille cannelée à visser METR
Male adaptor hose nozzle METR

LO CV 1100 METR
Type -d -Mz Mat.-Nr. SW L1 L2 L3 D e kg/100
Mz=metrisches Gewinde (zylindrisch) Mz=Filetage métrique (cylindrique) Mz=Metric thread (parallel)
 
LO CV 1100-1,5-M5 366.1143.006 7 14.0 6.0 4.5 2.0 1.0 0.170
LO CV 1100-2-M5 366.1143.020 7 15.0 7.0 4.5 2.5 1.4 0.190
LO CV 1100-2,5-M5 366.1143.030 7 16.0 8.0 4.5 3.0 1.9 0.185
LO CV 1100-3-M5 366.1143.050 7 17.0 9.0 4.5 3.7 2.3 0.200
LO CV 1100-4-M5 366.1143.080 7 19.0 11.0 4.5 5.0 2.5 0.210
         
LO CV 1100-1,5-M8x1 366.1143.011 10 16.0 6.0 6.0 2.0 1.0 0.490
LO CV 1100-2-M8x1 366.1143.035 10 17.0 7.0 6.0 2.5 1.4 0.480
LO CV 1100-2,5-M8x1 366.1143.043 10 18.0 8.0 6.0 3.0 1.9 0.440
LO CV 1100-3-M8x1 366.1143.060 10 19.0 9.0 6.0 3.7 2.3 0.500
LO CV 1100-4-M8x1 366.1143.090 10 21.0 11.0 6.0 5.0 3.2 0.460

Die entsprechende Dichtung SO 40507 ist 
separat zu bestellen.

Le joint correspondant SO 40507 doit être 
commandé séparément.

The relevant washer SO 40507 must be orde-
red separately.

Winkelverteiler 60°
Distributeur 60°
Distributor 60°

LO CV 3000 60
Type -d Mat.-Nr. L1 L2 D e kg/100
 
 
LO CV 3000-1,5-Y60° 366.5000.015 16.0 5.5 2.0 1.0 0.080
LO CV 3000-2-Y60° 366.5000.020 19.5 7.0 2.5 1.4 0.120
LO CV 3000-2,5-Y60° 366.5000.025 23.5 8.0 3.0 1.9 0.260
LO CV 3000-3-Y60° 366.5000.030 27.5 9.0 3.7 2.3 0.350
LO CV 3000-4-Y60° 366.5000.040 34.0 11.0 5.0 3.2 0.660

Stecktüllen Messing CV Douilles cannelées laiton CV Hose nipples brass CV
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