
C-6

PTFE hose

Medium pressure service for use with hydraulic fluids at  
and  in the chemical and other industries, when 

 are required.

Polytetrafluoroethylene, conductive 
One braided layer of stainless steel wire (AISI 304) 
 
– 
–

-70°C up to +230°C

1)  Factory made assemblies only for size -20.

-
ture increase of 1 °C (Example: for 170 °C the max. WP is 50% of the value indicated in the 
table).

6 -04 6.4 1/4 9.1 9.7 17.2 2,500 68.8 10,000 18 0.18 PC
8 -05 7.9 5/16 12.2 12.7 15.5 2,250 62.0 9,000 25 0.20 PC
10 -06 9.5 3/8 12.9 14.0 13.8 2,000 55.2 8,000 30 0.21 PC
12 -08 12.7 1/2 18.2 19.2 10.3 1,500 41.2 6,000 40 0.30 PC
16 -10 15.9 5/8 21.6 22.6 8.3 1,200 33.2 4,800 51 0.36 PC
20 -12 19.1 3/4 24.0 25.3 6.9 1,000 27.6 4,000 80 0.43 PC
25 -16 25.4 1 32.1 33.7 4.6 670 18.4 2,680 89 0.65 PC
32 -20 32.2 1 1/4 40.2 41.2 3.4 490 13.6 1,960 125 0.75 1)


	PTFE hose 
	2030TB-##CON -  PTFE hose - convoluted, conductive

	1)Termoplastické hadice, koncovky a příslušenství C4460-UK - 2011
	C - PTFE/FEP hose and fittings 


