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Parker Hannifin Corporation
Pneumatic Division - Europe

0750-UK

Parker Global Air Preparation System

Solenoid Connectors / Cable Plugs EN175301-803

 Description Order code Order code Order code
  15mm Form C 22mm Form B 30mm Form A
  ISO15217 Industrial  ISO4400

Solenoid Coil & Cable Plug Dimensions (mm)

P8C-C
P8C-D
P8L-C2
P8L-C5
3EV10V10

P8C-D26C
P8C-D21E
P8C-C26C
P8C-C21E

P8L-C226C
P8L-C526C
P8L-CA26C
P8L-C221E
P8L-C521E

3EV10V20-24
3EV10V20-110
3EV10V20-230

3EV10V20-24L5
3EV10V20-110L5
3EV10V20-230L5

 Standard IP65 P8C-C
 24V DC P8C-C26C
 LED and protection IP65 
 110V AC P8C-C21E  
 LED and protection IP65
 Standard IP65 P8C-D 3EV10V10 3EV290V10
 without flying lead 
 With LED and protection P8C-D26C 3EV10V20-24 3EV290V20-24
 24V AC/DC 
 With LED and protection P8C-D21E 3EV10V20-110 3EV290V20-110
 110V AC 
 With LED and protection  3EV10V20-230 3EV290V20-230
 230V AC 
 Standard with 2m cable IP65 P8L-C2 
 Standard with 5m cable IP65 P8L-C5 
 24V AC/DC, 2m cable P8L-C226C
 LED and protection IP65 
 24V AC/DC, 5m cable P8L-C526C 3EV10V20-24L5 3EV290V20-24L5
 LED and protection IP65 
 24V AC/DC, 10m cable P8L-CA26C
 LED and protection IP65 
 110V AC/DC, 2m cable P8L-C221E
 LED and protection IP65 
 110V AC/DC, 5m cable P8L-C521E 3EV10V20-110L5 3EV290V20-110L5
 LED and protection IP65 
 230V AC, 5m cable  3EV10V20-230L5 3EV290V20-230L5
 LED and protection IP65

With standard screw

With cable

With large headed screw suitable for
mounting in inaccessible or recess 
position

Form C 
Cable plugs

P8C-C
P8C-C26C
P8C-C21E
P8C-D
P8C-D26C
P8C-D21E

Form C 
Cable plugs

P8L-C2
P8LC5
P8L-C226C
P8L-C526C
P8L-CA26C
P8L-C221E
P8L-C521E

Form B
Cable plugs
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P2F - CNOMO - 22 x 30mm

3EV290V10

Form A
Cable plugs

Solenoid Coils & Cable Plugs
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