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II 2 GD c IIC T4 (130°C)

PDE2539TCUK

P1V-M - Robust Air Motors 900 Watts

Robust motor reversible with keyed shaft, flange
 Max power Free  Nominal Nominal Min Air Conn. Min pipe Weight Order code 
   speed*  speed torque start consumption at  ID 
      torque max power 
 kW rpm rpm Nm Nm l/s  mm Kg

 0,900 2 450  1 225 7,00 10,50 36,7 G1/2 13 4,90 P1V-M090C0245
 0,900 1 560 780 11,00 16,50 36,7 G1/2 13 4,90 P1V-M090C0156
 0,900 580 290  30,00 45,00 36,7 G1/2 13 5,60 P1V-M090C0058
 0,900 360 180 47,00 71,00 36,7 G1/2 13 5,60 P1V-M090C0036
 0,900 230 115 75,00 112,00 36,7 G1/2 13 5,60 P1V-M090C0023
 0,900 134 67 120** 120** 36,7 G1/2 13 6,30 P1V-M090C0013
 0,900 90 45 120** 120** 36,7 G1/2 13 6,30 P1V-M090C0009
 0,900 40 20 120** 120** 36,7 G1/2 13 6,30 P1V-M090C0004

NOTE!  All technical data are based on a working pressure
 of 6 bar and with oil. For oil-free performances are  
 -10 to 15% lower. Speed tolerance accuracy -+10%

* maximum admissible speed (idling)  /  ** gear box restriction

Possible working range of motor.
Optimum working range of motor.

Higher speeds = more vane wear
Lower speeds with high torque = more gearbox wear

P1V-M090C0245
M, torque [Nm] P, power [W]

P1V-M090C0156
M, torque [Nm] P, power [W]

P1V-M090C0058
M, torque [Nm] P, power [W]

P1V-M090C0036
M, torque [Nm] P, power [W]

P1V-M090C0023
M, torque [Nm] P, power [W]

P1V-M090C0013
M, torque [Nm] P, power [W]

P1V-M090C0009
M, torque [Nm] P, power [W]

P1V-M090C0004
M, torque [Nm] P, power [W]

 n, speed [rpm]  n, speed [rpm]  n, speed [rpm]

 n, speed [rpm]  n, speed [rpm]  n, speed [rpm]

 n, speed [rpm]  n, speed [rpm]
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PDE2539TCUK

P1V-M - Robust Air Motors 900 Watts

Motor P1V-M090C

Foot bracket 
P1V-MF5

Flanges 
P1V-MF6, P1V-MF7

Air connection
right rotation

Air connection
left rotation

Dimensions (mm)

Motor type
Dimensions (mm)

C1 C2 C3 C4

P1V-M090C
(IEC80 B5) P1V-MF7 200 130f7 11 165

(IEC80 B14) P1V-MF6 120 80f7 M6 100

Pressure release hole

Motor size
Dimensions (mm)

A1 A2

900 watts

P1V-M090C0245 P1V-M090C0156 209 55

P1V-M090C0058 P1V-M090C0036 P1V-M090C0023 231 55

P1V-M090C0013 P1V-M090C0009 P1V-M090C0004 252.5 55
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