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Parker Hannifin Corporation
Pneumatic Division - Europe

PDE2620TCUK

P3X Lite Series

Popular Combinations

Options:

P 3 X G E

Filter/Reg + Lubricator CA

Slide valve + Filter/Reg AN

Slide valve + Filter/Reg  AA 
+ Lubricator

Combined
Manual/Semi
Auto Drain

Auto Drain

C

A

0 - 8 bar with gauge

0 - 16 bar with gauge

G

J

BSPP (G) 1

NPT * 9

Slide Valve + Filter/Regulator + Lubricator Combinations (50mg/m3)
5 micron element, 8 bar Regulator + Gauge and Wall Mounting Brackets

 Port size Combined Manual/Semi-Auto Drain Flow dm3/s Weight (g) Auto Drain Flow dm3/s Weight (g)

 G1/2 P3XAA14GECNGPNW 76 1300 P3XAA14GEANGPNW 76 1300

 G3/4 P3XAA16GECNGPNW 77 1300 P3XAA16GEANGPNW 77 1300

Slide Valve + Filter/Regulator Combinations
5 micron element, 8 bar Regulator + Gauge and Wall Mounting Brackets

Filter/Regulator + Lubricator Combinations (50mg/m3)
5 micron element, 8 bar Regulator + Gauge and Wall Mounting Brackets

 Port size Combined Manual/Semi-Auto Drain Flow dm3/s Weight (g) Auto Drain Flow dm3/s Weight (g)

 G1/2 P3XAN14GECNGW 105 950 P3XAN14GEANGW 105 950

 G3/4 P3XAN16GECNGW 106 950 P3XAN16GEANGW 106 950

 Port size Combined Manual/Semi-Auto Drain Flow dm3/s Weight (g) Auto Drain Flow dm3/s Weight (g)

 G1/2 P3XCA14GECNGPNW 76 1000 P3XCA14GEANGPNW 76 1000

 G3/4 P3XCA16GECNGPNW 77 1000 P3XCA16GEANGPNW 77 1000
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Add only for options 
with lubricator

1/2 4

3/4 6

* NPT ports on request
 1/2” size only

Non rise - Standard

Tamperproof - Lockable
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(50mg/m3) PN

(5mg/m3) SN
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