
421WC    Hose DN Zoll size mm OD MPa1 psi1 MPa2 psi2 Bend weight
421WC-4 6 1/4 -4 6.4 15.0 19.0 2750 76.0 11000 100 0.38
421WC-6 10 3/8 -6 9.5 19.0 15.5 2250 62.0 9000 130 0.54
421WC-8 12 1/2 -8 12.7 22.0 13.8 2000 55.0 8000 180 0.67
421WC-12 19 3/4 -12 19.1 29.0 8.6 1250 35.0 5075 240 0.95
421WC-16 25 1 -16 25.4 37.0 6.9 1000 28.0 4000 300 1.31
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421WC
No-Skive
Galvanised steel wire cover

• No-Skive thin cover hose construction
• Metal and glass hot-spot resistance

Primary Applications
Machine tool and glass industry

Applicable Specifications
SAE 100 R1AT

Construction
Inner tube: Synthetic rubber  
Reinforcement: One high-tensile steel wire braid  
Cover: Galvanized steel wire  

Temperature Range  ............ -40 °C up to +125 °C
Exception: Air  .................................... max. +70 °C 
 Water  ............................... max. +85 °C

Recommended Fluids
Hydraulic fluids on a mineral-oil basis, water-glycol and 
lubricating oils, air and water. 
Consult the chemical compatibility section on  
pages Ab-26 to Ab-34 for more detailed information.

Fitting Series  4343

The combination of high temperature and high pressure could reduce the hose life.

Parkrimp No-Skive HoseMedium Pressure
Wire cover 421WC
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