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Triple-Lok®

 K79 Catalogue 4100/UK

Tube Thread Thread Weight PN (bar)
O.D. BSPP UN/UNF-2A D E C (steel) Triple-Lok® Triple-Lok®

mm in. T4 T mm mm mm g/1 piece Steel Stainless Steel S SS

6 1/4 1/4-19 7/16-20 14 21 19 86 4-4G4MXSMO 4-4G4MXSSMO 350 350
6 1/4 1/2-14 7/16-20 14 25 27 246 4-8G4MXSMO 4-8G4MXSSMO 315 315
8 5/16 1/4-19 1/2-20 14 21 19 49 5-4G4MXSMO 5-4G4MXSSMO 350 350
8 5/16 1/2-14 1/2-20 14 27 27 246 5-8G4MXSMO 5-8G4MXSSMO 315 315

10 3/8 1/4-19 9/16-20 14 22 19 49 6G4MXSMO 6G4MXSSMO 350 350
10 3/8 1/2-14 9/16-20 14 29 30 239 6-8G4MXSMO 6-8G4MXSSMO 315 315
12 1/2 1/4-19 3/4-16 17 22 22 74 8-4G4MXSMO 8-4G4MXSSMO 400 350
12 1/2 1/2-14 3/4-16 17 28 30 263 8-8G4MXSMO 8-8G4MXSSMO 315 315

This part requires a copper washer. For more details on other seal materials see page K92.

Order codes shown are part of our current manufacturing programme.

Imperial and metric parts may vary in hexagon dimensions.
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Do not create drawings from these dimensions, they are subject to change and ISO manufacturing allowances.

G4MXMO Pressure gauge connector

Triple-Lok® 37° Flare end / Female BSPP gauge thread (ISO 1179-1)
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