
Catalogue HY30-3200/DE/UK/FR/IT Torqmotor

78 Parker Hannifin
Pump & Motor Division Europe
Chemnitz, Germany

Kenndaten / Performance / Puissance / Potenza

Shaft	Code	05

5/8-18 UNFx19

7.9x36.5

Shaft	Code	19	 Shaft	Code	03	 Shaft	Code	08

Housing code C

1/2-13 UNC
Housing code A

182.4

Ø13.5

Ø190.5

219

45°

Ø185.4

Ø127.0

99.8

106.7
16.8

72.2

53.1

Ø31.725

Ø127.0

Ø171.5

126.9

Ø31.75

42.2

5/8-16  UNF

7/16-20 UNF

66.6
21.94

126.9

58.4

7/8-UNF
O-Ring

Integral	Brake	Motor Series BG

Drehmoment (Nasslauf)/Torque 
(wet operation)/Couple/Coppia statica

dyn. Ms Nm 1000

Luftüberdruck/Pressure rating/Pression 
de déblocage/Pressione sbloccaggio

p min.  bar 19-21

p max. bar 210

Drehzahl/Speed/
Vitesse de rotation/Velocità di rotazione

n max. U/min
n max. rev/min
n max  tr/min
n maxi giri/min

710

Hubvolumen/Working stroke
Cylindrée/Cilindrata

cm3     max. 22.5

Gewicht / Weight BG140 BG170 BG195 BG240 BG280 BG335 BG405 BG475 BG530 BG625 BG785 BG960

Poids / Peso [kg] 27.3 27.5 27.8 28.1 28.5 28.9 29.5  30.2 30.9 31.7 33.2 34.9

Code A+C ”L1” [mm] 192.3 195.3 198.6 203.2 208.0 214.4 221.7 230.4 236.7 246.1 265.2 284.2
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Catalogue HY30-3200/DE/UK/FR/IT Torqmotor

79 Parker Hannifin
Pump & Motor Division Europe
Chemnitz, Germany

BG A    A    A    B

Serie
Series
Série
Serie

 Schluckvolumen
Displacement

Cylindrée
Cilindrata

Drehrichtung
Direction of rotation
Direction de rotation

Direzione di rotazione

OptionGehäuse
Housing
Carter

Corpo motore

Anschluss
Ports

Plan	de	raccorde-
ment

Connessioni

Welle
Shaft
Arbre
Albero

Integral	Brake	Motor Series BG

Code cm3/rev

0140 140

0170 169

0195 195

0240 237

0280 280

0335 337

0405 405

0475 476

0530 529

0625 624

0785 786

0960 958

Code Housing

A

C

Code Port

S
7/8-14 SAE

 O-Ring

Code Shaft

05

19

03

08

Code Direction

0

Standard

1

KOVAZ.cz


	hydraulicke-orbitálni-motory-serie-te-tj-tf-tl-tg-th-tk-parker-2016-bez-vodoznaku
	Series BG


