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Accumulator Set
Parker Olaer have developed an Accumulator Set which is easy to install and easy to order.  
 - Based on standard accumulator products, according to PED2014/68/EU, EN 14359 Fluid Group 2 
 - Temperature range -20°C to +80°C 
 - Safety Block: Includes pressure relief valve sealed, CE marked by BV  
 - More technical information for each product within the set is available on the Parker website and in the 
Accumulator Catalogue

Accumulator Set 
Part Number

Nominal 
Volume (V0) 

Maximum 
Pressure (PS) accumulator clamps Clamps Qty Bracket Safety 

block
Process 

connection 

04323001125 2.5 350 10854701125 20251003648 1 20151903620 35128811Y02 3/4” BSP

04323101125 4 350 10845401125 20251303648 1 20118703620 35128811Y02 3/4” BSP

04323201125 6 350 10857401125 20251303648 1 20118703620 35128811Y02 3/4” BSP

04323301125 10 350 10859701125 20251303648 2 20118703620 35128811Y02 3/4” BSP

04323401125 10 330 10837001125 20251503648 1 20109003620 35128813J02 3/4” BSP

04323501125 10 330 10837001125 20251503648 1 20109003620 35129013J02 1”-1/4 SAE 6000

04323601125 20 330 10837101125 20251503648 2 20109003620 35129013J02 1”-1/4 SAE 6000

04323701125 32 330 10837301125 20251503648 2 20109003620 35129013J02 1”-1/4 SAE 6000

04323801125 50 330 11076701125 20251503648 2 20109003620 35129013J02 1”-1/4 SAE 6000

The accumulator set will be delivered in a single shipment

Accumulator pre charge at 150 Bar Nitrogen (P0)

Refer to catalogue for clamps quantity advice (additional clamps may be ordered seperately)

Includes:  
− 1 x Bladder Accumulator  
    (Pre-charged 150 bar) 
− Clamp(s) 
− Bracket 
− Safety Block 

NEW - Bladder Accumulator Set
One part number - One delivery

2 day
dispatch

Max qty-
1 unit
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